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LMSA02G Linear Motor
Electrical specifications F-V curve
Symbol Unit
Continuous force Fe N 104 Force(N) LMSA02G
Continuous current le Aimns 4.2 250 DC BUS=600 V pc
Peak force (1s) Fo N 224
Peak current (1s) Iy Arms 12.6 200 \ Peak force
Ultimate force (0.5s) Fy N 286
Ultimate current (0.5s) Iy Arms 21.1 Fp
Force constant K¢ N/Aims 24.5 150 \
Attraction force Fa N 482 \
Max. winding tempurature Tmax °C 120 100 Fm==mmmme————a - Continuous force
Electrical time constant Ke ms 3.7 = FC
Resistance (line to line - 25°C) Ros Q 3.1
- - - 50
Resistance (line to line - 120°C) Ri20 Q 4.3
Inductance (line to line) L mH 11.6
Pglg pair p|tch' . 2T mm 30 0 . " 2 2 Velocity(ms)
Minimun bending radius of cable Rbend mm 69
Back emf constant(line to line) K, Vims/(M/S) 14.2
Motor constant (25°C) Km N/, W 115
Thermal resistance Rin °C/IwW 0.83
Thermal time constant tin S 610
. 1x Pt1000 + 1 x (3 PTC SNM || Foree®™ LMSA02G _
Thermal switch 120 In Series) 250 DC BUS=325 V pc
Max. DC bus voltage Vpe 750
Mechanical specifications 200 \
- Peak force
Symbol Unit Fp
Mass of forcer M kg 0.98 150
Unit mass of stator Mg kg 1.9
100 f========-7 = Continuous force
50
L mm 223 W3 mm 0
L1 mm 157.5 w4 mm 0
W mm 39.5 N mm 4 0 0 5 10 15 20 Velocity(m/s)
W1 mm 15 N1 mm 3
w2 mm 0 N2 mm 0
Focer dimensions Mounting tolerance
Thermal Cable :
235 PTC 120+PH000, Shielded Cable Forcer
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Stator dimensions Type 1 : Cover plate Type 2 : EA (Epoxy)
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Ls Ls1 Ls2 Ls3 Ws Ws1 Hs Hsl N
LMSAQSI(EA) 120 12311 31 60 35.6(37) 27 9.7 4 2
LMSAQS2(EA) 180 183.11 31 120 35.6(37) 27 9.7 4 3
LMSAQS3(EA) 300 303.11 31 240 35.6(37) 27 9.7 4 5
Except dimensions, all the specifications in the table are in £10% of tolerance Version: 1.00

This drawing is only for reference, detail dimensions please refer to approval drawing.
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HIWIN MIKROSYSTEM CORP.




